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DISINFECTION

TUNNEL

“A simple yet effective disinfection method”

300 cmW x120 cm D x 240 cm H
WITH MIST PUMP

1noem e ——300¢m-

Structure :-
f  Made of aluminium square tube structure with
- ENTRANCE Disinfection Tunnel :h':e point finish
-— | | : nclosure :-
WT I : | .’ F Clear polycarbonate sheet , White ACP sheet
| ' - \ on the top& Header
| 5 ; i | | - Clear plastic door curtains on entrance & Exit
Hi ' I | Base :-
| Made of aluminium square tube structure with
' L ... chequered plate cladding { 60 cm W & 12 cm H
S 1 E _;_J J s ramp on entrance & exit )
I A - M |
iia = i { Pump:-
| | i | Single phase Mist pump with thermal overheat
i L__—-——JJ protector
| '[_—— | ' Mist Nozzles :-
et | | Disinfectant solution is sprayed through the
""I nozzle for 2-10 seconds.
= 24 Nos (18 Nos on sides & 6 Nos on Top)
:"‘: Water Tank (New tank) :-
._.ﬁ' = ] L z Disinfectant liquid to be mixed with water
il (tank capacity - 1000 L) -
i Pump Motor Performance
¢ // Code Motor Noise with | Maintains | Remote | Nozzle carry
72 y = » Flow Pump Pressure Motor rdar Motor Rpm R B control | gty (0.15mm) Cooling size
. 5:PUMP SPECIFICATIONS/' 3 i
& / 2] FG-150 | 15L/min | 3pistons | 70Bar/1000psi | 110v~240vAC | 180w | 1400/50HZ | ooy 1g00.1000n| v 16~40 20M3=
N i, " .5L/min pistons ar, psi 1680/60Hz - es pcs 100M2
-
SCHOOLS /COLLEGES RESIDENTIAL AREAS COMMERCIAL AREAS
CAN BE USED FOR >>

CEID INDUSTRIAL AREAS GOVERNMENT SECTOR

ENTRANCE

Motion sensor

will be collected in this tray
drainage out

) inclined platformuith ~trey for drainage Motion sensor operating
mechanism

chequred plate cladding

Auto spray mechanism
of disinfectant
Comes with a 1000 liter

METAL STRUCTURE -DETAILS tank sufficient to spray
on approx.3000 persons

Environment friendly and
cost effective solution

All water based disinfectant

chemicals which are approved
by authorities for spraying on
Human can be used




DATA SHEETS OF THE MATERIALS

ALUMINIUM
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SENSOR - DETAILS

CCTS6P004 1§
120" mﬂmm P A fi Uketunnistn

es 120" Detector de movimiento exterior — da 120" Udonders bevingelsosdetektor
pt 120" Detector de movimento no exterior -
nl 120° Butenshuls bewegingsmeider

de 120° Aulen - Bewsgungsmelder

SE: 1316061 NO:14 12363 FI:2809102

ARGUS standard P55

3“ 606480 ‘I 145155

Schneider-electric.com/contact  SCBISder




DATA SHEETS OF THE MATERIALS

POLYCARBONATE SHEET

TYPICAL PROPERTIES of POLYCARBONATE
ASTM or UL test| Property | unfilled 30% Glass
PHYSICAL
Density (Ib/in3) 0.043 0.052
D792 (a/em3) 1.2 1.43
D570 Water Absorotion. 24 hrs (%) 0.12 0.12
MECHANICAL
D&38 Tensile Strength [psi) 9,500 19,000
D638 Tensile Madulus (psi) 320,000 -
D&38 Tensile Elongation at Break (%) 60 10
D780 Flexural Strength (psi) 15,000 23,000
D790 Flexural Modulus (psi) 375,000 | 1,100,000
D&a5 Compressive Strength (psi) 12,000 18,000
D&as Compressive Modulus (psi) 240,000 500,000
D785 Hardness, Rockwell M70 / R118 MG2
D256 IZ0D Motched Impact (ft-1b/in) 13 2
THERMAL
Coefficient of Linear Thermal Expansion
D&96 3.9 1.2
{x 107 in.fin./°F)
D648 Heat Deflection Temp (°F f *C)
at 264 psi 270 132 | 295 ) 146
D3418 Glass Transition Temp (°F / ?C) 293/ 145 | 300 / 149
- Max Operating Temp (*F / *C) 250/ 121 | 270 f 132
Thermal Conductivity
C177 {BTU-in/ft2=-hr-"F) 1.3 1.3
{x 10™ calfom-sec-"C) 6.9 6.9
Flammability Rating
ULS4 @ less than 45" (11.5mm) thickness H-B H-B
@ 45" [11.5mm) thickness and above -0 V=0
ELECTRICAL
D149 Dielectric Strength (V/mil) short time, 1/8" thick 3590 470
D150 Dielectric Constant at 60 Hz 3.17 3.35
D150 Dissipation Factor at 60 Hz 0.0009 0.0011
D257 Volume Rasistivity (ohm-cm)at 50% RH 10 ip*
? T R NGS
Specilfcation
Series Coating
Sancard Upon request
Thicksess  3mm, émm 2men, Smen, Hmm
Polyester series Polyester Widih 1220men 1250mm, 1270mem
Length 2430mm 500mm <7000mm
Polyvinylidene| Thickness  4mm Smem, Hmen
fluceide
PVDF series KYNARSOO Width 1220mm 1250eam, 1270me
Length 2430me 500mm « 7000mm
Frepemy Masdt Snancard
PROPERTIE = —p——y g
*EXCELENT WEATHER RESISTENCE Outdsermvpenitios eiiancs | Mo skomwity | ASTMDUAS
*SUPER PEELING STRENGTH et e | -aswous
«NON-TOXICITY AND FIREPROOFING
*SOUND INSULATION AND VIBRATION DEMPING Temperstre tacharmral dafonearion |15 ESTHOE
.VA“‘OUS COLOURS Thevrs sl conehact o 0 1okl prr | ASTM DSPE
*EASY PROCCSSING
*EASY MAINTENANCE | Svroriaity Jobe:: ik
*ENVIRONMENT -FRIENDLY RPN itk
77;.’::, e STIeEQIY QIthginm ST
Pitmilit st s ASTM By
Plovors Elntiainy A8y ASTM DO
2 v;u’::..:::: Stearing Relizance 2abpiwed ASTM D22
A FYDE e ooty Fare Puspagation Quaited ASTMES
A PUDF Priver
b Hagh shimegls *-u-nmq\ - Serabe Denehssans “ ASTMERe
T nmn—ummﬂm\ 8 Wonsd-preasaoe Pesatancs Puivel ASTMELID
o o o “'mm\\\{ Fropanier sgalr Bom Vaivwl ASTMEIN

B Asticomran ew protect og S -ﬁ_:-
¥ Actirrosen prive

TYPICAL LAYER STRUCTURE

Fripenies aguran e AT



DATA SHEETS OF THE MATERIALS

VINYL MEDIA

FPRODUCT DATA SHEET

Avery Dennison® DOL 1400 Z Series issued: 022047

Introduction

Avery Dennison DOL 1400 Z serles cast overlaminates are premium quality, uira-exdbie Sims designed 1o be used 35
protective cveraminate ims for digitally printed Images. The Mims offer exceptonal value for applications regquirng
enhanced colours and durablity. Avery Dannison DOL 1400 Z serles ovenaminate fims have specially taen developed
0 be used for vehicle graphics. Dus o the fims’ excellent durablity and supreme conformablity, these overiaminaiss
are highly recommengiad for use with Avery Dennison MPI cast media for applications on fvets and comugations andior

Tor profonged outdoor use.

Description

Film premium quailty 30 micron ciear cast viny!
D:OL 1450 Z Gloss
D:OL 1450 Z Mait

Adhesive : pesmanant, acnyile basad

Backing paper white bieached kraft paper, 130 gim®

Conversion

FoOr processing Hps and reference gUInes piease refer 1o Technical Buletns:
- 5.3 Recommended combinations of Avery Dennison overaminates and Avery Dennison Digial Print Meda.
- 5.4 Processing tips for Awery Dennison COL fims.

Uses

Protecave overlaminata fllm for dighal printad IMages for Indoor and cutdoor Use. Avery Dennison DOL 1400 sevies cast
overlaminates can be used in combination with Avery Dennison MPI cast media for appilcation on cormugaied of fveted
SUraces.

- ehicle graphics and wehicla wrapping

- Interior & extesior signs

- Durable promotional and point of sale adverising

- All permianent applications requiring excelent conformabiliy

Features

- Pramium quallty, uitra-flexible, cast vim
- DOL 1450 Z 3085 enhancat IMage coiours

- Smooth, low glare mat inksh with DOL 1480 Z Maki

- Protects against UV mdiaton and abrasion

- Excellent conformabillty o STeguiar SUbstrates In combinaton with MP1 cast meda

Nofe

The durabillty of 3 prinied Image always depends on the mneoink, fim, fype of overaminate, processing and Sxposue
conditlans. The lmY's suiface &an show alerations In matting due to contact pressure or other exemal influenses.
Please nole Mat increased roder i2mperaiunes in combination with higher winding tenskon could lead o umsanted
elongaton of tha im. Winging tensian should thersdone ba carefully monitoned and kapt at an appropeiate lavel,

& BVERY Irngiimac] Hewreia. graphicL werpoanninan s
DEMMISON THE BT | W™




DATA SHEETS OF THE MATERIALS

PAINT

A
-—)

NATEONAR
PAINTS

m,m‘ n' n.
National Synthetic Enamel Paints ace specially

developed to provide supenor intenor and exteror
protection. It is based on alkyd resins and contains

pigments, additives esc

Characteristics:
* Tough, durable and weaiher resistant
» Has good llow and gloss retention.

# Cives smooth glossy, semi glossy and matt irush.

« High Covernge

Recommended Use:

Ik s recommendead for use on metal, wood, and cncrete

surfaces and Is also sultable for painting heavy
equipments and vehicles.

Theoeetical Spreading Rate:

¥ m? / lisre depending on application methed, nature

of surface, fim thickness etc

Application Method and Thinning:

Roller, brush or spray. For thinning add 5-15% National
G.P Thinner/National Q.D Thinner [depending on

application method and the product)

Touch Dry (Minimum):

Synthetic Enamel Gloss | (6 hours),
Syntheric Enamel Gloss Il |2-3 hours),

Eco Enamel (3 hours),

Industrial Quichk Dry Enamel |S-10 minutes),
Flan/Matt Synthetic Enamel-intecios (| hour).

Note:
For further information, please refer to National
Technical Data Sheets

Lduagl!
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GOVERNMENT CF DUBAI

Organization Unit: Health & Safety Department rdeoskiidd] 8351

List of approved professional use / -
Document title: dawsgll ylgie
B2B biocides
Doc Ref. DM-PH&SD-L2-APB ddgipll o8

v
g ialy

ousstuniapaLTy A

Dubai Municipality
Health and Safety Department
3 daaly
dodluddlg dxeall 3,151

List of Approved
Professional Use for Business-to-Business “B2B” Biocides
igall alasiwsll dawainally Ssaizall piladl Slslas daSls
" Jloc 3 glhs”

DM-PH&SD-L2-APB

Document Classification (Public) (alc) diggll Casiuas




B2B biocides

Organization Unit: Health & Safety Department sdaoudiiill Basgll
) List of approved professional use / -
Document title: diggll lgic

DM-PH&SD-L2-APB

v
g2 Gty

DUBAL MURICIPALITY 400

Doc Ref. rdiaioll o8y
Product Name a:.;.dl ool Country Of Origin Ll als Supplier Name 3;5.J1/ ajgajl el

147. BH 44- Alcohol Free Hand
United Arab Emirates saxiell duy=ll Gilledl | BIOTEK SOLUTIONS LL.C
Sanitizer
148. BH411- Antibacterial Hand Soap United Arab Emirates daxiall dus=ll Ohle3l | BIOTEK SOLUTIONS LL.C
149. BioFoam AF Hand Sanitizer United Arab Emirates basiell dmpJI wllepl | BELHASA BIOTEK SOLUTIONS L.L.C
150. BioSafe United Arab Emirates asiall 4y yell ulhlapl | BELHASA BIOTEK SOLUTIONS L.L.C
151. Bioshield United Arab Emirates bamiall dyyell ilhlajl BIOTEK SOLUTIONS L.L.C
152. BH42L - Liquid Hand Sanitizer United Arab Emirates bamiall 4y s=ll Gl)ladl | BIOTEK SOLUTIONS L.L.C
153. BH-41 Antibacterial Hand Soap United Arab Emirates basiall dg x=l Ol BIOTEK SOLUTIONS L.L.C
154. BH-42 Alcohol Based Hand
i United Arab Emirates bamiall dg =)l Shledl | BIOTEK SOLUTIONS LLC
anitizer

For any further information, please contact:

Health & Safety Department

Dubai Municipality
Q@ 800900

i@e Juoloill G2 iOlaglzall (o 395al)

dodlully dall 8513
s oabs
800900 &

™ montaji@dm.gov.ae

montaji@dm.gov.ae 4

Issue date: 8t" March 2020

Superseded issue date:

22" Feb 2020

V20

Classification (Public)

Page 11 of 11
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Biosafe XTR is a high level disinfectant formulated for the disinfecting all types of surface, fruit:
and vegetables, tools and equipments disinfection. XTR is based on stabilized hydrogen peroxide
consequently it will decompose into water and oxygen leaving no harmful by products.

Non-toxic and Eco-friendly
Effective in wide range of pH & temperature
Odorless

Production Line/ Tanks/ Food Contact Surfaces : Spray 0.5-2% (5-20ml to 1 liter of water) on the
conveyer belts, filling machine, processing lines, tanks, walls, floors, surfaces and drainage ant
leave 20-30 minutes contact time.

Clean In Place Systems (CIP): Apply 1% (10ml to 1 liter of water) to disinfect the CIP includin
tanks, piping systems and pumps. Leave 20-30 minutes contact time.

Enviromental Fogging: Clean and then fog the desired areas using of XTR. For an area of 100m? ust
a volume of 1 liter 1% (10ml), fogging should be done while no employees are present. Repea
fogging as necessary.

Fruits & Vegetables Disinfection: 1. Prewash all fruits and vegetable with clean water. 2. Dose 1%
(10ml to 1 liter of water)(5000 PPM Hydrogen Peroxide on the test strip). 3. Leave 10 minutes contac
time. No rinsing required.

Appearance: Clear Liquid
Colour: Colourless

pH Value@25 °C: 1-3
Density @25 °C: 1.196

Wear safety glasses and suitable gloves when handling. In case of eyes contact, rinse immediatel
with plenty of water. In case of accident seek medical advice immediately. Refer to MSDS.

Product must be stored closed in original packing, away from heat and direct sunlight. Kee
away from the reach of children.

10- 24 Liters
O- Oxidizing C- Corrosive
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